AUTO CHARGE" 2

SINGLE SYSTEM BATTERY CHARGER

MODEL # 091-29-12

The Auto Charge 2 is a small, completely automatic
battery charger designed for installation in remotely
located applications where it is continuously
connected to the battery. The low ripple voltage
output permits use of this charger in noise sensitive
applications. High reliability components ensure
long, trouble free life and precise battery charging.
This charger has been tested to meet the ANSI/IEEE
C37.90.1-1989 standard.

SPECIFICATIONS:

Input: 120 Vac, 50/60 Hz, .9 Amps Max
Input Fuse: 1.25 Amps, Slow Blow
Output: 12 Vdc, 3 Amps

Output Fuse (Recommended): 6 Amps
Charge Ripple: .020 Vdc Max

Weight: 4 Ibs

Warranty: 3 Years
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ELECTRONICS

ENERGIZED AND READY, WHEN SECONDS COUNT

3 AMPS FOR CHARGING VEHICLE
BATTERIES

AUTOMATICALLY CHARGES BATTERY

MEETS THE ANSI/IEEE C37.90.1-1989
STANDARD

HIGH VOLTAGE, FLOAT CHARGER

TRANSIENT SUPPRESSED FOR
INSTALLATIONS IN HIGH EMI
LOCATIONS

LOW RIPPLE OUTPUT
3 YEAR WARRANTY
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